VIR-1

VEHICLE INSPECTION REPORT  

FOR USED VEHICLES OF CATEGORY MA, MB AND MC


	MAKE:


	MODEL



	ENGINE No.


	VIN:

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


ADR 2/00 DOOR LATCHES AND HINGES.

	CLAUSE NO
	FEATURE
	Compliance
	NCI NO

	2.1.1
	Two latch positions?
	Y  [image: image1.png]


  N  [image: image2.png]


  NA  [image: image3.png]



	

	2.1.1.1/2
	Longitudinal and transverse restraints?
	Y  [image: image4.png]


  N  [image: image5.png]


  NA  [image: image6.png]



	

	2.1.3
	Locks on all side doors and operating mechanism in the interior?
	Y  [image: image7.png]


  N  [image: image8.png]


  NA  [image: image9.png]



	

	2.1.3.1
	Do front door locks prevent their opening from outside?
	Y  [image: image10.png]


  N  [image: image11.png]


  NA  [image: image12.png]



	

	2.1.3.2
	Rear Door Locks MA only

Do the rear door locks prevent their opening from inside and outside? or
	Y  [image: image13.png]


  N  [image: image14.png]


  NA  [image: image15.png]



	

	
	Rear door locks prevent opening from outside and, inside by engagement of ‘Child Safety Locks?’
	Y  [image: image16.png]


  N  [image: image17.png]


  NA  [image: image18.png]



	

	2.4
	If ‘E’ marked R11, Approval No.             


	#
	


ADR 3/02- SEATS AND SEAT ANCHORAGES

	CLAUSE NO
	FEATURE
	Compliance
	NCI NO

	5.8.1
	Self-locking restraining device and release control provided on all hinged seats or seat backs?
	Y  [image: image19.png]


  N  [image: image20.png]


  NA  [image: image21.png]



	

	5.8.2
	Where seat must hinge for access, is release control readily accessible to the occupant of the seat and one immediately behind?
	Y  [image: image22.png]


  N  [image: image23.png]


  NA  [image: image24.png]



	

	5.8.6
	Where ‘SEATS’ are mounted on hinged engine covers, is cover self latching?
	Y  [image: image25.png]


  N  [image: image26.png]


  NA  [image: image27.png]



	

	5.9.1
	Are rear upper parts of seat and head restraint padded if in front of another seat?
	Y  [image: image28.png]


  N  [image: image29.png]


  NA  [image: image30.png]



	

	7
	If ’E’ marked R17, Approval No.


	#
	


ADR 4/02 and ADR 4/03 – SEATBELTS

	CLAUSE NO
	FEATURE
	Compliance
	NCI NO

	
	Are new seat belts fitted?, if ‘NO’

Do seat belts appear in an acceptable condition as per guidelines?
	Y  [image: image31.png]


  N  [image: image32.png]


  NA  [image: image33.png]



Y  [image: image34.png]


  N  [image: image35.png]


  NA  [image: image36.png]



	

	4/02, 5.3.1
	Retractor lap sash seat belts on all outboard seating positions? except folding 3rd row cargo area ADR 5/04 Cl 5.3(2).

(Note outboard positions without retractors)
	Y  [image: image37.png]


  N  [image: image38.png]


  NA  [image: image39.png]



	

	4/02, 5.2
	Lap belts, at least, for all other seating positions?
	Y  [image: image40.png]


  N  [image: image41.png]


  NA  [image: image42.png]



	

	
	For swivelling seats is a seatbelt assembly provided for all positions in which the seat may be locked? If NO,

Is there a durable label with the words ‘WARNING THIS SEAT IS ONLY TO BE USED IN THE (FORWARD/REARWARD etc as applicable) FACING POSITION WHILST THE VEHICLE IS IN MOTION’ affixed adjacent to the swivelling seat and visible to the person occupying that seat ? 

Is a facsimile of the label provided in the Owner’s manual?
	Y  [image: image43.png]


  N  [image: image44.png]


  NA  [image: image45.png]



Y  [image: image46.png]


  N  [image: image47.png]


  NA  [image: image48.png]



Y  [image: image49.png]


  N  [image: image50.png]


  NA  [image: image51.png]



	

	4/02, 5.7
	For any two seating position, identify:
	                  (1)
	                  (2)
	
	

	
	(1) location
	
	
	
	

	
	(2) mfr name/trade mark #
	
	
	Y  [image: image52.png]


  N  [image: image53.png]


  NA  [image: image54.png]



	

	
	(3) date of manufacture M/Y(not required if ECE)
	
	
	Y  [image: image55.png]


  N  [image: image56.png]


  NA  [image: image57.png]



	

	
	(4) identification code #
	
	
	Y  [image: image58.png]


  N  [image: image59.png]


  NA  [image: image60.png]



	

	
	(5) AS2596 Lic no
	
	
	Y  [image: image61.png]


  N  [image: image62.png]


  NA  [image: image63.png]



	

	
	Buckle Identification code if different to Lap/Sash
	
	
	Y  [image: image64.png]


  N  [image: image65.png]


  NA  [image: image66.png]



	

	4/02,20.1
	If `E' marked R16, Approval No
	
	
	#
	

	4/02, 4/03, 5.3.1.1
	Driver’s seatbelt only incorporate an ELR?
	Y [image: image67.png]


  N  [image: image68.png]


  NA  [image: image69.png]



	

	4/02, 4/03, 5.3.1.2
	All other outboard seatbelts incorporate an elr and/or an ALALR?
	Y  [image: image70.png]


  N  [image: image71.png]


  NA [image: image72.png]



	

	4/02,4/03 6.1.1


	For drivers seating position, the seat belt appears to ‘Correctly Fit’ a ‘95th Percentile Adult Male with the seat in the foremost driving position, and a ‘5th Percentile Adult Female’, with the seat in the rearmost driving position.
	 Y [image: image73.png]


   N [image: image74.png]


  NA [image: image75.png]


 
	

	4/02,4/03. 6.1.2


	For all other seating positions, the seat belt appears to ‘Correctly Fit’ a 95th Percentile Adult Male’ with the seat in the foremost riding position, and a ‘50th Percentile 6 Year Old Child’ with the seat in the rearmost riding position. 
	Y [image: image76.png]


   N [image: image77.png]


  NA [image: image78.png]



	

	4/02,4/03, 5.4
	Removal of seatbelt assembly or separation of functional components without tools prevented?
	Y  [image: image79.png]


  N  [image: image80.png]


  NA [image: image81.png]



	

	4/02,4/03 5.8.1
	Are all buckles of a quick-release design?
	Y  [image: image82.png]


  N  [image: image83.png]


  NA [image: image84.png]



	

	4/02,4/03 5.8.1
	Are release instructions printed legibly on the front of the buckle and/or the release coloured red or orange? (ECE)
	Y  [image: image85.png]


  N  [image: image86.png]


  NA [image: image87.png]



	

	4/02,4/03, 5.9
	Instructions specified for use of seat belt assembly in the vehicle handbook or otherwise supplied as per ADR?
	Y  [image: image88.png]


  N  [image: image89.png]


  NA [image: image90.png]



	

	4/02, 4/03,

6.3.2
	Any free end of strap of a seatbelt,

(1) Prevented from passing through an adjuster?

(2) Have at least 25mm available grip when fully extended?

For ‘Outboard Seating Positions’ adjacent to a door,

(3) Restrained against another strap?
	Y  [image: image91.png]


  N  [image: image92.png]


  NA [image: image93.png]



Y  [image: image94.png]


  N  [image: image95.png]


  NA [image: image96.png]



Y  [image: image97.png]


  N  [image: image98.png]


  NA [image: image99.png]



	

	4/02,4/03,

7.4
	Buckle component of the retracting strap accessible?
	Y  [image: image100.png]


  N  [image: image101.png]


  NA [image: image102.png]



	

	4/02,4/03,

7.5
	Buckle component of the non-retracting part of seatbelt assembly (for individual front seats), supported by rigid member and pivots no more than 50mm vertically?
	Y  [image: image103.png]


  N  [image: image104.png]


  NA [image: image105.png]



	

	4/02,4/03,

7.6
	Positive feature to restrain outboard buckles?
	Y  [image: image106.png]


  N  [image: image107.png]


  NA [image: image108.png]



	


ADR 5/03 and 5/04– ANCHORAGES FOR SEATBELTS
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	5.2.1
	Seat belt anchorages for all seating positions?
	Y  [image: image109.png]


  N [image: image110.png]


  NA  [image: image111.png]



	

	5.5.5
	No upper torso anchorage for any side facing seat?
	Y  [image: image112.png]


  N [image: image113.png]


  NA  [image: image114.png]



	

	7.1.1
	Lap anchor points on opposite sides of ‘Seating Reference Plane’; minimum separation at least 165 mm ?
	Y  [image: image115.png]


  N  [image: image116.png]


 NA  [image: image117.png]



	

	13
	If ‘E’ marked R14, Approval No 


	#
	


ADR 8/00 and 8/01 - SAFETY GLAZING MATERIAL
	CLAUSE  NO
	FEATURE
	COMPLIANCE
	NCI NO

	8/00, 8.1.4

8/01, 5.3
	Is transparent material other than glass used in the vehicle?  If YES, note the location and markings.

………………………………………………………………….
	Y  [image: image118.png]


  N  [image: image119.png]


  NA  [image: image120.png]



	

	8/00, 8.2.1

8/01, 6.1
	All glazing suitably marked?
	Y  [image: image121.png]


  N  [image: image122.png]


  NA  [image: image123.png]



	

	8/00, 8.2.3
	If toughened windscreen, modified zone indicated?
	Y  [image: image124.png]


  N  [image: image125.png]


  NA  [image: image126.png]



	

	8/01, 5.4
	Windscreen glass marked as being laminated?
	Y  [image: image127.png]


  N  [image: image128.png]


  NA  [image: image129.png]



	

	8/00, 8.4

8/01, 8.1
	Glazing standard and approval No.

(1) Windscreen ? …………………………………………………………………….
…………………………………………………………………………………………..

…………………………………………………………………………………………..

(2) Driver’s side Window ? …………………………………………………………
………………………………………………………………………………………….

…………………………………………………………………………………………..

(3) Rear screen ? …………………………………………………………………..
…………………………………………………………………………………………….

 ……………………………………………………………………………………………
	#
	


ADR 10/01 - STEERING COLUMN
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	10.2.2
	Steering column appears to have collapsible element?
	Y  [image: image130.png]


  N  [image: image131.png]


  NA  [image: image132.png]



	

	10.4
	If ‘E’ marked’ R12, Approval No

………………………………………………………………
	#
	


ADR 11/00 – INTERNAL SUN VISORS
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	11.1.1
	If sun visors fitted are they padded?
	Y  [image: image133.png]


  N  [image: image134.png]


  NA  [image: image135.png]



	

	11.2.1
	Do mountings have any edge with a radius less than 3mm?
	Y  [image: image136.png]


  N  [image: image137.png]


  NA  [image: image138.png]



	

	11.2.2
	If mirror fitted, thickness of energy absorbing material around edge of mirror, at least 1.5mm?
	Y  [image: image139.png]


  N  [image: image140.png]


  NA  [image: image141.png]



	

	
	If ‘E’ Marked R21, Approval No: 
........…….....................................
	#
	


ADR 13/00 – INSTALLATION OF LIGHTS & LIGHT SIGNALLING DEVICES
	NOTE These inspection items are based on the latest issue of ADR 13/00. Vehicles may be certified to previous versions of ADR      13/00 that were in force at the time the vehicle was originally built.

 (1)If any item in column 1 is ‘E’ Marked note marking in Column 2.

(2)Audit all items for each of Columns 3 to 9  inclusive, Circle non-compliances, otherwise tick.

(3) Indicate compliance status for table at end in space provided.

	FEATURES

	(1) FEATURE

(CLAUSE NO)
	(2) If ‘E’ Marked

Approval NO
	Height (#)
	(5) APART
	(6) EDGE
	(7)
G
	(8)
C
	(9)
R

	
	
	(3) MAX
	(4) MIN
	(#)
	(#)
	(*)
	(*)
	(*)

	Main beam (*)

(Cl A.6.1.)&(A.6.1.4)
	
	
	
	
	(*)

Dipped beam
	Dip
	
	Dip

	Dipped beam (*)

(Cl A.6.2.)
	
	1200
	(*)

500
	
	500
	Main
	
	Main

	Front fog lamp (+)

(Cl A.6.3 )
	
	800 and

<Dip. Beam
	250
	
	440
	%f
	
	Main

Swiv

	Reversing lamp (*)

(Cl A.6.4 )
	
	1200
	250
	
	
	%r
	
	

	Direction indicator

 Front

(Cl A.6.5)& (A.6.5.4.2) (*)
	
	1500/

(2100
	300(MA only)
350
	400(MA only)
600
	400
	%f
	
	Park

	Direction indicator Rear

(Cl A.6.5 )& (A.6.5.4.2) (*)
	
	1500/

(2100
	350
	400(MA only)
600
	400
	%r
	
	Park

	Direction indicator 

Side

(Cl A.6.5. )& (A.6.5.4.2) (*)
	
	1500/

(2300
	350
	
	
	%
	
	Park

	Stop lamp

(Cl A.6.7)& (A.6.7.1.) (*)
	
	1500/

(2100
	350
	
	400
	%r
	
	Park

	Cornering Lamp (*)

(Cl 7.4.1


	
	<Dip. beam
	
	
	
	
	
	


	FEATURES


	(1) FEATURE

(CLAUSE NO)
	(2)If ‘E’ Marked

Approval NO
	Height (#)
	(5) APART
	(6) EDGE
	(7)
G
	(8)
C
	(9)
R

	
	
	(3) MAX
	(4) MIN
	(#)
	(#)
	(*)
	(*)
	(*)

	Centre High mounted stop lamp

(Cl A.6.7)

ECE R48 approved only
	
	
	<150 below bottom edge of rear screen or > 850 above ground
	
	
	
	
	

	Rear registration plate lamp (*)

(Cl A.6.8)
	
	
	
	
	
	
	Rpos
	%r

	Fr. Position lamp

(Cl A.6.9 ) (*)
	
	1500/

(2100
	350
	
	400
	%f
	SMar
	%f

	Rr. position lamp

(Cl A.6.10. ) (*)
	
	1500/

>2100
	350
	
	400
	%r
	Reg
	%r


	Rear fog lamp(+) (Cl A.6.11), (A.6.11.4.) & (A.6.11.9)
	
	1000
	250
	(100 FROM STOP
	
	%r
	
	RPos

Park

	Parking Lamp (+)

(Cl A.6.12 )
	
	1500/

(2100
	350
	
	400
	%
	
	%

	Reflex reflector Rear  (*)

(Cl A.6.14)
	
	900

(1500
	250
	
	400
	%r
	C/

Parts
	

	(Non-triangular) Front (+)

(Cl A.6.16.)
	
	900

(1500
	250
	600/(400
(A.6.16.4.1)
	400
	FPos
	C/

Parts
	

	Side (+)

(Cl A.6.17)
	
	900

(1500
	250
	
	
	%
	
	

	Side marker 

lamps (+) 

(Cl.A.6.18)

or

(Cl 7.2)
	
	1500/

(2100
	250(cl A.6.18)

600 (Cl 7.2.4.2)
	
	
	
	Fpos
	

	Day time running lamp (+)

(ClA.6.19)
	
	1500
	250
	600/(400
(A.6.19.4.1)
	400
	%f
	%f
	Indic

	Cornering lamp(+)

Cl A.6.20


	
	900 and<Dip. Beam
	250
	
	400
	
	
	

	(*) = Mandatory; (+) = If fitted.

(#) =  HEIGHT - To highest (Max) and lowest (Min)points on illuminating surface.

APART - Distance between innermost edges of illuminating surface.

EDGE - Maximum distance from outer edge of vehicle to illuminating surface.

All dimensions in mm 

Column (7) to (9) indicate specific lamps which may be grouped (G), combined (C), or reciprocally incorporated,(R).

% = Permitted with any other lamp.

%f = Permitted with any other front lamp.

%r = Permitted with any other rear lamp. 
	Dipped Beam = No wider than Dipped Beam.

Dip = Permitted with Dipped Beam.

Main = Permitted with Main Beam.

Fpos = Permitted with Front Position  lamps.

C/Part = May have common parts with a Lamp.

Park = Permitted with Park Lamps.

Smar = Permitted with Side Marker Lamps.

FPos = Permitted with Front Position Lamps.

RPos = Permitted with Rear Position Lamps.

Reg = Permitted with Rear Registration Plate 
Lamp.

Indic = Not permitted with Indicator Lamps.

 Swiv = Not permitted to swivel

((XXX= Permitted under specific circumstances.
	COMPLIANCE

Y  [image: image142.png]


  N  [image: image143.png]


  NA  [image: image144.png]



	NCI
NO


	CLAUSE  NO
	FEATURE
	COMPLIANCE
	NCI
No

	A.2.13
	VISIBILITY

Are apparent surfaces of all lamps unobstructed by any parts of the vehicle (including options eg. bull-bar)?

No lamps damaged , all lens not faded or cracked?
	Y  [image: image145.png]


  N  [image: image146.png]


  NA  [image: image147.png]



Y  [image: image148.png]


  N  [image: image149.png]


  NA  [image: image150.png]



	

	A.5

A.5.5.1
	GENERAL

Are all lamps constituting a pair symmetrical? (Except reverse and rear fog lamps)
	Y  [image: image151.png]


  N  [image: image152.png]


  NA  [image: image153.png]



	

	A.5.10
	No red light visible from the front and no white light (except reversing light) visible from the rear of the vehicle? 
	Y  [image: image154.png]


  N  [image: image155.png]


  NA  [image: image156.png]



	

	A.5.11


	Can all front and rear position lamps, the rear registration plate lamp, and the side marker lamps (if fitted) be only switched on and off together?
	Y  [image: image157.png]


  N  [image: image158.png]


  NA  [image: image159.png]



	

	A.5.12
	Is it not possible to switch on the main-beam, dipped-beam and front and rear fog lamps with out first switching on the lamps referred to in clause A.5.11? 
	Y  [image: image160.png]


  N  [image: image161.png]


  NA  [image: image162.png]



	

	A.5.14.1
	Are no lamps (other than driving, dipped beam or front fog lamps) concealed?
	Y  [image: image163.png]


  N  [image: image164.png]


  NA  [image: image165.png]



	

	A.5.14.2
	Is it possible to move a concealed lighting device into the position of use, without the aid of tools, in the event of a defect?
	Y  [image: image166.png]


  N  [image: image167.png]


  NA  [image: image168.png]



	

	A.6.1

A.6.1.6
	MAIN–BEAM HEADLAMPS

If main–beam headlamps swivel with steering, do they function as main-beam only?
	Y  [image: image169.png]


  N  [image: image170.png]


  NA  [image: image171.png]



	

	A.6.1.7.1
	Are all main beams switched off when changing over from main beam to dipped beam?
	Y  [image: image172.png]


  N  [image: image173.png]


  NA  [image: image174.png]



	

	A.6.1.8


	Circuit closed tell-tale fitted and operating ? 
	Y  [image: image175.png]


  N  [image: image176.png]


  NA  [image: image177.png]



	

	A.6.2

A.6.2.8
	DIPPED – BEAM HEADLAMPS

Control within easy reach of driver?

Is a tell-tale fitted?
	Y  [image: image178.png]


  N  [image: image179.png]


  NA  [image: image180.png]



Y  [image: image181.png]


  N  [image: image182.png]


  NA  [image: image183.png]



	

	A.6.2.7
	(1) If bend lighting is fitted is the additional light source located in the dipped-beam headlamps or in a lamp (except Main-beam) grouped or reciprocally incorporated with the respective dipped-beam headlamp?

(2) If dipped-beam headlamps are switched ON or OFF automatically is it possible to switch these dipped-beam headlamps ON and OFF manually?
	Y  [image: image184.png]


  N  [image: image185.png]


  NA  [image: image186.png]



Y  [image: image187.png]


  N  [image: image188.png]


  NA  [image: image189.png]



	

	A.6.2.8
	Where the whole beam or the kink of the elbow of the cut-off is moved to produce bend lighting is a flashing warning light provide in the event of a malfunction of the displacement of the kink of the elbow of the cut-off?
	Y  [image: image190.png]


  N  [image: image191.png]


  NA  [image: image192.png]



	

	                      A 6.2.9

A.6.2.7
	DIPPED – BEAM HEADLAMPS WITH GAS-DISCHARGE LAMPS

Gas-discharge headlamps fitted with cleaning device(s) and automatic levelling device?

Do dipped-beam headlamps remain switched on during main-beam operation?.
	Y  [image: image193.png]


  N  [image: image194.png]


  NA  [image: image195.png]



Y  [image: image196.png]


  N  [image: image197.png]


  NA  [image: image198.png]



	

	A.6.3.7
	FRONT FOG LAMP (OPTIONAL)

Can the front fog lamps be switched on and off independently of the Main beam & dipped beam Headlamp?
	Y  [image: image199.png]


  N  [image: image200.png]


  NA  [image: image201.png]



	

	A.6.3.8
	An independent non-flashing Circuit-closed tell-tale fitted? (Mandatory from 21/7/00)
	Y  [image: image202.png]


  N  [image: image203.png]


  NA  [image: image204.png]



	

	A.6.4.7.1
	REVERSING LAMPS

Is the lamp always lit when reverse gear engaged?  and
	Y  [image: image205.png]


  N  [image: image206.png]


  NA  [image: image207.png]



	

	
	The device controlling starting and stopping engine is in a position where engine can operate?
	Y  [image: image208.png]


  N  [image: image209.png]


  NA  [image: image210.png]



	

	A.6.5.7
	DIRECTION INDICATOR LAMPS

Independent switch and flash in phase?
	Y  [image: image211.png]


  N  [image: image212.png]


  NA  [image: image213.png]



	

	A.6.5.8


	(1) Is a visible and/or audible 'operational tell-tale' fitted?
	Y  [image: image214.png]


  N  [image: image215.png]


  NA  [image: image216.png]



	

	A.6.5.8

A.6.5.9
	(2) Tell-tale behaviour on turn signal malfunction?
	
	

	
	(A) - Marked frequency change (B) - Continuously on or (C) – Continuously off (Indicate A, B, C, )
	[image: image217.png]



	

	
	(1) Lights up in 1 sec. And flashes 60 to 120 per min?
	Y  [image: image218.png]


  N  [image: image219.png]


  NA  [image: image220.png]



	

	
	(2) Extinguishes within one and one half seconds?
	Y  [image: image221.png]


  N  [image: image222.png]


  NA  [image: image223.png]



	

	
	(3) If one lamp fails (other than due to a short-circuit)do other lamps flash when actuated?
	Y  [image: image224.png]


  N  [image: image225.png]


  NA  [image: image226.png]



	

	A.6.6.1
	HAZARD WARNING LAMP

All direction indicator lamps flash in phase?
	Y  [image: image227.png]


  N  [image: image228.png]


  NA  [image: image229.png]



	

	A.6.6.7
	Independent switch?
	Y  [image: image230.png]


  N  [image: image231.png]


  NA  [image: image232.png]



	

	A.6.6.8
	Flashing 'circuit closed tell-tale' fitted?
	Y  [image: image233.png]


  N  [image: image234.png]


  NA  [image: image235.png]



	

	A.6.6.9
	Can Hazard Warning be activated with engine off?
	Y  [image: image236.png]


  N  [image: image237.png]


  NA  [image: image238.png]



	

	7.4.7.1
	CORNERING LAMPS (Optional Certified to ADR 13/00 Cl 7.4)

Lighted continuously with corresponding Direction Indicator?
	Y  [image: image239.png]


  N  [image: image240.png]


  NA  [image: image241.png]



	

	7.4.7.2
	Lighted only when Headlamp switch is ‘ON’?
	Y  [image: image242.png]


  N  [image: image243.png]


  NA  [image: image244.png]



	

	A.6.7.7
	STOP LAMPS

Lighted with service brake application with ignition ON?
	Y  [image: image245.png]


  N  [image: image246.png]


  NA  [image: image247.png]



	

	A.6.7.8
	If fitted, is 'operating tell-tale' non-flashing type?
	Y  [image: image248.png]


  N  [image: image249.png]


  NA  [image: image250.png]



	

	A.6.7.2
	CENTRE HIGH MOUNTED STOP LAMP (Certified to ECE R 48) 

Fitted on vehicle medium longitudinal plane , or offset if located on one or two movable parts of the vehicle ( e.g. doors)?

If offset are ‘1’ or ‘2’ lamps fitted (Please circle)
	Y  [image: image251.png]


  N  [image: image252.png]


  NA  [image: image253.png]



	

	A.6.8.2
	REAR REGISTRATION PLATE LAMP

Illuminates the registration plate area?
	Y  [image: image254.png]


  N  [image: image255.png]


  NA  [image: image256.png]



	


	A.6.9.8


	FRONT POSITION LAMPS

Instrument light as tell-tale? 

 If No, is a non-flashing tell-tale fitted?

Colour WHITE, or AMBER if combined with Side Marker Lamp (Please Circle)
	Y  [image: image257.png]


  N  [image: image258.png]


  NA  [image: image259.png]



Y  [image: image260.png]


  N  [image: image261.png]


  NA  [image: image262.png]



	

	A.6.10.8
	REAR POSITION LAMPS 

Common ‘circuit-closed tell-tale’ with front position lamps?
	Y  [image: image263.png]


  N  [image: image264.png]


  NA  [image: image265.png]



	


	A. 6.11.4.1
	REAR FOG LAMPS (OPTIONAL)

If only one rear fog lamp is fitted, is it mounted on the centre line or to the right hand side?
	Y  [image: image266.png]


  N  [image: image267.png]


  NA  [image: image268.png]



	

	A.6.11.9
	Distance between illuminated surface of the rear fog lamp and each stop lamp greater than 100mm?
	Y  [image: image269.png]


  N  [image: image270.png]


  NA  [image: image271.png]



	

	A.6.11.7.1
	Can rear fog lamp operate only when dipped beam,  main beam lamps or  the front fog lamp is on?
	Y  [image: image272.png]


  N  [image: image273.png]


  NA  [image: image274.png]



	

	A.6.11.7.4
	When rear fog lamp is switched ‘ON’, does it remain ‘ON’ when switching from dipped to main beam?
	Y  [image: image275.png]


  N  [image: image276.png]


  NA  [image: image277.png]



	

	A.6.11.7.2
	Can rear fog lamp be extinguished independently of any other lamps?
	Y  [image: image278.png]


  N  [image: image279.png]


  NA  [image: image280.png]



	

	A.6.11.7.3.1
	Rear fog lamps are switched off and remain off (until deliberately switched on again) when the position lamps are switched ‘OFF’?       or
	Y  [image: image281.png]


  N  [image: image282.png]


  NA  [image: image283.png]



	

	or

A.6.11.7.3.2
	Audible warning provided with ignition key removed, drivers door open and the rear fog lamp switch ‘ON’?
	Y  [image: image284.png]


  N  [image: image285.png]


  NA  [image: image286.png]



	

	A.6.11.8
	Independent, non-flashing, circuit closed tell-tale fitted and operational?
	Y  [image: image287.png]


  N  [image: image288.png]


  NA  [image: image289.png]



	


	CLAUSE  NO
	FEATURE
	COMPLIANCE
	NCI

No

	A.6.12.7

A.6.12.8
	PARKING LAMP (OPTIONAL)

 (1) Switch to permit parking lamps on the same side to be lit independently of any other lamps?
	Y  [image: image290.png]


  N  [image: image291.png]


  NA  [image: image292.png]



	

	
	(2) Able to operate with the ignition switch in ‘OFF’ position?
	Y  [image: image293.png]


  N  [image: image294.png]


  NA  [image: image295.png]



	

	
	If fitted, impossible to confuse tell-tale with that for the front and rear position lamps?
	Y  [image: image296.png]


  N  [image: image297.png]


  NA  [image: image298.png]



	

	A.6.18.8
	SIDE MARKER LAMPS (CERTIFIED TO ECE R48) OPTIONAL

(MANDATORY for vehicle exceeding 6m in length)

If Optional tell-tale fitted, is it the same as that for the front and rear position (side) lamps?
	Y  [image: image299.png]


  N  [image: image300.png]


  NA  [image: image301.png]



	

	A.6.18.4.3
	If less than 6m in length, lamps fitted to front 3rd of vehicle and/or rear 3rd of vehicle?
	Y  [image: image302.png]


  N  [image: image303.png]


  NA  [image: image304.png]



	

	A6. 18.4.3
	If more than 6m in length, at least one lamp fitted to the middle 3rd, the distance between two adjacent lamps not more than 3m, and the foremost lamp within 3m of the front, & the rearmost lamp within 1m of the rear?
	Y  [image: image305.png]


  N  [image: image306.png]


  NA  [image: image307.png]



	

	A.6.18.7
	If ‘Amber’ and flash, do they flash in phase with indicators?
	Y  [image: image308.png]


  N  [image: image309.png]


  NA  [image: image310.png]



	

	A.6.19.7
	DAYTIME RUNNING LAMP (OPTIONAL)

If fitted, switch off automatically when headlamps are switched ‘ON’?
	Y  [image: image311.png]


  N  [image: image312.png]


  NA  [image: image313.png]



	

	A.6.20

A.6.20.7


	CORNERING LAMPS (Certified to ECE R 48/02  OPTIONAL)

(1) Are corning lamps so connected that they cannot be activated unless the main-beam headlamp or the dipped-beam headlamps are switched ON at the same time?.

(2)Are lamps only switched ON automatically when the direction indicator on the same side of the vehicle are switched ON and/or the steering angle is changed from the straight-ahead positiontowards the same side of the vehicle?

(3) Are cornering lamps switched OFF automatically when the direction indicator is switched OFF and/or the steering angle has returned in the straight-ahead position?.
	Y  [image: image314.png]


  N  [image: image315.png]


  NA  [image: image316.png]



Y  [image: image317.png]


  N  [image: image318.png]


  NA  [image: image319.png]



Y  [image: image320.png]


  N  [image: image321.png]


  NA  [image: image322.png]



	

	A.6.20.9
	Cornering lamps are not activated at vehicle speeds above 40km/h?
	Y  [image: image323.png]


  N  [image: image324.png]


  NA  [image: image325.png]



	


ADR 14/01, 14/02 – REAR VISION MIRROR
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI
  NO

	14/01, 14.2.0
	Reflective surfaces of all mirrors flat?
	Y  [image: image326.png]


  N  [image: image327.png]


  NA  [image: image328.png]



	

	14/02,14.2.1

14.2.3.1.1
	Reflective surface of the internal mirror ‘Flat’ or ‘Convex’? (Circle one)
If Internal mirror ‘Convex’, is it ‘E Marked’?

Driver’s external mirror fitted? , is it ‘Flat’ or ‘Convex’?. (Circle one)

If Driver’s external mirror ‘Convex’ is it ‘E Marked’?
If LHS external mirror fitted, is it ‘Flat’ or ‘Convex’? (Circle one).
	Y  [image: image329.png]


  N  [image: image330.png]


  NA  [image: image331.png]



Y  [image: image332.png]


  N  [image: image333.png]


  NA  [image: image334.png]



Y  [image: image335.png]


  N  [image: image336.png]


  NA  [image: image337.png]



Y  [image: image338.png]


  N  [image: image339.png]


  NA  [image: image340.png]



Y  [image: image341.png]


  N  [image: image342.png]


  NA  [image: image343.png]



	

	14.2.3.1.1
	RHS external mirror adjustable from the drivers seating position?
	Y  [image: image344.png]


  N  [image: image345.png]


  NA  [image: image346.png]



	

	14.2.3.1.1
	RHS external mirror not obscured by the unwiped portion of the windscreen?
	Y  [image: image347.png]


  N  [image: image348.png]


  NA  [image: image349.png]



	

	14.6
	If `E' marked R46, Approval NO.
	Internal…………………………………………………………………
	External
	#
	


ADR 18/01 & 18/02 - INSTRUMENTATION
	CLAUSE  NO
	FEATURE
	COMPLIANCE
	NCI NO

	18/01, 18/02,

18.3
	MA Category Only.

Speedometer on driver’s side and all visual indicators readily visible by the driver?
	Y  [image: image350.png]


  N  [image: image351.png]


  NA  [image: image352.png]



	

	18/01,18/02,

18.4.2
	Speed indicating element colour and background contrast?
	Y  [image: image353.png]


  N  [image: image354.png]


  NA  [image: image355.png]



	

	18/01, 18/02.

18.5.1.1.1
	For All Vehicle Categories.

Vehicle speed indicated in Km/h only?

If ‘NO’ is Major Scale Km/h?
	Y  [image: image356.png]


  N  [image: image357.png]


  NA  [image: image358.png]



Y  [image: image359.png]


  N  [image: image360.png]


  NA  [image: image361.png]



	

	18/01,18/02.

18.5.1.2
	Speedometer readily visible to the driver?
	Y  [image: image362.png]


  N  [image: image363.png]


  NA  [image: image364.png]



	

	18/01,18/02.

18.5.2.1.1
	Odometer. Distance travelled indicated in a least 1Km units least from 1 to 999 999 Km (18/01) or 600 000 Km (18/02)
	Y  [image: image365.png]


  N  [image: image366.png]


  NA  [image: image367.png]



	


ADR 18/03 – INSTRUMENTATION (From 01-JULY-2006 for ALL NEW MODELS)
	CLAUSE  NO
	FEATURE
	COMPLIANCE
	NCI

NO

	5.1
	Vehicle speed indicated in km/h only? If NO

Is the mp/h scale the secondary scale?
	Y  [image: image368.png]


  N  [image: image369.png]


  NA  [image: image370.png]



Y  [image: image371.png]


  N  [image: image372.png]


  NA  [image: image373.png]




	

	A.5.1
	Speedometer located within direct field of view of the driver and clearly legible both day and night?
	Y  [image: image374.png]


  N  [image: image375.png]


  NA  [image: image376.png]



	

	A.5.1.1
	Speed values indicated in intervals not exceeding 20km/h (when the highest value on the display is less than 200km/h), or 30km/h (when the highest value is more than 200km/h).  ?  Please circle.  

Graduations at least in 1, 2, 5 or 10km/h increments?  
	Y  [image: image377.png]


  N  [image: image378.png]


  NA  [image: image379.png]



Y  [image: image380.png]


  N  [image: image381.png]


  NA  [image: image382.png]



	


ADR 21/00 – INSTRUMENT PANEL
	CLAUSE  NO
	FEATURE
	COMPLIANCE
	NCI NO

	21.2.1
	Panel left of steering wheel appears to be padded?
	Y  [image: image383.png]


  N  [image: image384.png]


  NA  [image: image385.png]



	

	21.3.1
	Interior compartment door latches operate?
	Y  [image: image386.png]


  N  [image: image387.png]


  NA  [image: image388.png]



	


ADR 22/00 – HEAD RESTRAINTS
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	22.2.1
	Head restraints fitted to front outboard seats?
	Y  [image: image389.png]


  N  [image: image390.png]


  NA  [image: image391.png]



	

	22.2.2.1
	Distance between upper and lower edges not less than 115 mm?
	………………….mm
	Y  [image: image392.png]


  N  [image: image393.png]


  NA  [image: image394.png]



	

	22.2.2.2
	Minimum height of upper boundary above intersection of seat cushion and seat back at centre line of seat > 700mm?.
	………………….mm
	Y  [image: image395.png]


  N  [image: image396.png]


  NA  [image: image397.png]



	

	22.2.3
	Width not less than 170 mm for individual seat and 250 mm for bench seat at approx 700mm?
	…….…………...mm
	Y  [image: image398.png]


  N  [image: image399.png]


  NA  [image: image400.png]



	

	22.6
	If ‘E’ Marked, R25 or R17 Approval No 
.......................................................………...................................
	#
	

	IF HEAD RESTRAINT NON-SOLID, GIVE DIMENSIONS

	[image: image401.png]



	A = _____________

B =_____________

C =_____________
	[image: image402.png]



	A = _____________

B =_____________




ADR 23/00 & 23/01 - PASSENGER CAR TYRES
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	23.2.3
	For one tyre fitted, identify: (If tyre size different front and rear, complete for 1 Fr & 1 Rr tyre)

(1) Manufacturer or trade mark …Fr…………………………………………………

                                                        Rr……………………………………...…………

(2) Tyre size, speed category 

and carcass construction symbols  Fr……………………..…………………..…….

.

                                                        Rr……………………………………………….

(3) Date code.                                 Fr…..…………………………………………….

                                                       Rr…………………………………………………
	#
	

	23.2.2.1.2
	At least 4 tread wear indicators?
	Y  [image: image403.png]


  N  [image: image404.png]


  NA  [image: image405.png]



	

	23.2.3
	Each tyre labelled on both sides, except for ‘Asymmetrical’ Tyres’ which are at least labelled on the outer ‘Sidewalls’?


	Y  [image: image406.png]


  N  [image: image407.png]


  NA  [image: image408.png]



	

	23.2.3.8


	If tyre is ‘Asymmetrical’, outer face indicated?


	Y  [image: image409.png]


  N  [image: image410.png]


  NA  [image: image411.png]



	

	23.4
	Regulation and marks

DOT………………………………………………………………………………………..

……………………………………………………………………………………………..

If `E' marked R30, Approval No

……………………………………………………………………………………………..
	#
	


ADR 25/00 - 25/02 - ANTI-THEFT LOCK
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	25/01, 25.2.3* 25/02, A.5.9.1
	Switch position ‘Engine On’ to ‘Anti-theft’ through ‘Engine Off’?
	Y  [image: image412.png]


  N  [image: image413.png]


  NA  [image: image414.png]



	

	25/01, 25.2.4

25/02, A.6.1,5
	Key removal only in the anti-theft position?
	Y  [image: image415.png]


  N  [image: image416.png]


  NA  [image: image417.png]



	

	25/01, 25.2.5

25/02, A.6.1,

A.6.3
	With key in anti-theft position, is one of the following impossible?

Steer vehicle/Engage forward drive gears/Release a brake? (Circle which is applicable)
	Y  [image: image418.png]


  N  [image: image419.png]


  NA  [image: image420.png]



	

	25/01, 25.2.6.1

25/02, A.6.1.5
	‘Engine off' position to ‘anti-theft' position by more than a single rotary or linear motion of the key, or if key removal activates the ‘anti-theft device, more than 2mm of movement required to activate.?
	Y  [image: image421.png]


  N  [image: image422.png]


  NA  [image: image423.png]



	

	25/01, 25.4

25/02, 6.0
	If ‘E’ marked, R18 Approval No

…………………………………………………………………
	#
	


ADR 28/01 - EXTERNAL NOISE OF MOTOR VEHICLES
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	28.2.2.2
	‘Vehicle does not sound unduly noisy?
	Y  [image: image424.png]


  N  [image: image425.png]


  NA  [image: image426.png]



	

	28.3
	Exhaust system is original and in good condition with no leaks or corrosion?
	Y  [image: image427.png]


  N [image: image428.png]


  NA  [image: image429.png]



	

	28.3
	If ‘E’ marked, R51 Approval No

…………………………………………………………………
	#
	


ADR 29/00 - SIDE DOOR STRENGTH
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	29.1
	Side intrusion bars fitted?
	Y  [image: image430.png]


  N  [image: image431.png]


  NA  [image: image432.png]



	


ADR 30/00 and 30/01- SMOKE EMISSION CONTROL FOR DIESEL VEHICLES
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	30/00, 30.2.3


	Engine label and its location satisfactory, and marked with Month/Year of manufacture ?
	Y  [image: image433.png]


  N  [image: image434.png]


  NA  [image: image435.png]



	

	30/00, 30.5.1

30/01, 5.1.
	Regulation and Mark (If ‘E’ marked R 24, Approval No)
……………………………………………………..
	#
	


ADR 31/00 - PASSENGER CAR BRAKES (MA Category Only) 
Applicable only to existing Models until 1-Jan-2006.
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	31.2.1.1
	Service brake, split system?
	Y  [image: image436.png]


  N  [image: image437.png]


  NA  [image: image438.png]



	

	31.2.1.3

31.2.2.3
	Adequate provision made for adjustment of service and park brake systems?
	Y  [image: image439.png]


  N  [image: image440.png]


  NA  [image: image441.png]



	

	31.2.5.1
	(1) Combined reservoir for split system?

(2) If yes, is there a divider fitted?
	Y  [image: image442.png]


  N  [image: image443.png]


  NA  [image: image444.png]



Y  [image: image445.png]


  N  [image: image446.png]


  NA  [image: image447.png]



	

	31.2.5.4
	Labelling satisfactory and located on or near brake fluid reservoir cap?
	Y  [image: image448.png]


  N  [image: image449.png]


  NA  [image: image450.png]



	

	31.2.3.1
	Service brake failure indicator lamp:

(1) Fitted?
	Y  [image: image451.png]


  N  [image: image452.png]


  NA  [image: image453.png]



	

	31.2.3.3
	(2) Activation check satisfactory?
	Y  [image: image454.png]


  N  [image: image455.png]


  NA  [image: image456.png]



	

	[image: image995.png]A waArRNING

DO NOT place rear-facing child
seat on this seat with airbag

DEATH OR SERIOUS INJURY




31.2.3.4.1
	(3) Labelling satisfactory with at least the word 'BRAKE,' or ISO symbol   ?           
	Y  [image: image457.png]


  N  [image: image458.png]


  NA  [image: image459.png]



	

	31.2.3.4.3


	Anti-lock system failure lamp (If fitted & used exclusively for Anti-lock System):

(1) Activation check satisfactory?

(2) Labelling satisfactory with the word ‘Anti-lock’ or equivalent?

(3) Lens or lettering, Red or Yellow?
	Y  [image: image460.png]


  N  [image: image461.png]


  NA  [image: image462.png]



	

	31.2.2.1
	Park brake mechanical only?
	Y  [image: image463.png]


  N  [image: image464.png]


  NA  [image: image465.png]



	

	31.2.1.2

31.2.2.2
	Braking controls readily accessible to driver and easily operated?
	Y  [image: image466.png]


  N  [image: image467.png]


  NA  [image: image468.png]



	

	31.2.4.1
	Park brake indicator a separate Lamp (S), or a combination unit (C) with service brake failure lamp?

(Indicate S or C).
	[image: image469.png]



	

	
	Labelling satisfactory with the word 'PARK BRAKE,' or ISO symbol  [image: image470.png]


 , or  [image: image471.png]


 if combined with service brake ?
	Y  [image: image472.png]


  N  [image: image473.png]


  NA  [image: image474.png]



	


ADR 31/01 - PASSENGER CAR BRAKES MA Category. (Optional for MB and MC category.)

(For all NEW Models from 1-Jan-2004, for ALL Vehicles from 1-Jan-2006)
	CLAUSE NO
	FEATURE
	COMPLIANCE
	SSR NO

	A 5.1.2.1 

A 5.1.2.2

A 5.1.2.3
	Braking controls readily accessible to driver and easily operated?
	 Y  [image: image475.png]


  N  [image: image476.png]


  NA  [image: image477.png]



	

	A 5.2.2.2
	Service brake control separate from Park brake?
	 Y  [image: image478.png]


  N  [image: image479.png]


  NA  [image: image480.png]



	

	A 5.2.2.5
	Secondary brake system provided?
	 Y  [image: image481.png]


  N  [image: image482.png]


  NA  [image: image483.png]



	

	A 5.2.2.7
	1. Is service brake a split system?

2. Combined reservoir for split system?

3. If Yes, is there a divider fitted?
	 Y  [image: image484.png]


  N  [image: image485.png]


  NA  [image: image486.png]



 Y  [image: image487.png]


  N  [image: image488.png]


  NA  [image: image489.png]



 Y  [image: image490.png]


  N  [image: image491.png]


  NA  [image: image492.png]



	

	A 5.2.3

A 5.2.8.1

A 5.2.3


	1. Is a Service brake failure RED tell-tale lamp fitted?

2. For electrical detected failures is a YELLOW failure lamp fitted?

3. Is a Park brake indicator lamp fitted?

4.    Park brake indicator a separate Lamp (S), or a combination unit (C) with service brake failure lamp?(Indicate S or C).
	 Y  [image: image493.png]


  N  [image: image494.png]


  NA  [image: image495.png]



 Y  [image: image496.png]


  N  [image: image497.png]


  NA  [image: image498.png]



 Y  [image: image499.png]


  N  [image: image500.png]


  NA  [image: image501.png]



[image: image502.png]




	

	A 5.2.6
	Service brake on all wheels?
	Y  [image: image503.png]


  N  [image: image504.png]


  NA  [image: image505.png]



	

	A 5.2.11
	Adequate provision made for adjustment of service and park brake system?
	Y  [image: image506.png]


  N  [image: image507.png]


  NA  [image: image508.png]



	

	A 5.2.11.2
	Is it possible to easily check wear of service brake linings? If NO

Is an acoustic or optical warning device provided? 
	Y  [image: image509.png]


  N  [image: image510.png]


  NA  [image: image511.png]



 Y [image: image512.png]


  N  [image: image513.png]


 NA  [image: image514.png]



	

	A 5.2.12
	For hydraulic braking systems are the filling ports of the fluid reservoirs readily assessable and fluid level easily checked? If NO 

Is a RED warning signal provided to draw attention to a low fluid level?
	Y  [image: image515.png]


  N  [image: image516.png]


  NA  [image: image517.png]



Y  [image: image518.png]


  N  [image: image519.png]


  NA  [image: image520.png]



	

	A 5.2.13
	Is a label identifying the type of fluid (DOT 3/DOT 4/DOT 5), and the symbol [image: image521.png]


 (For Non-Petroleum base fluid), or   [image: image522.jpg]


   (For Petroleum based fluid)        fitted within 100mm of fluid ports?
	Y  [image: image523.png]


  N  [image: image524.png]


  NA  [image: image525.png]



	

	A 6 4.1.1
	If ABS fitted is a YELLOW warning signal provided?
	Y  [image: image526.png]


  N  [image: image527.png]


  NA  [image: image528.png]



	

	6
	Regulation and Mark (If ‘E’ marked R 13, Approval No)

……………………………………………………..
	#
	


ADR 34/01- CHILD RESTRAINT ANCHORAGES & CHILD RESTRAINTS
	CLAUSE  NO
	FEATURE
	COMPLIANCE
	NCI NO

	34.2.1,34.31

34.3.2
	Child Restraint Anchorages provided for each applicable rear seating position?

Note positions provided with CRA’s (Circle where applicable) 

2nd Row         L            C           R

3rd Row         L            C           R
	Y  [image: image529.png]


  N  [image: image530.png]


  NA  [image: image531.png]



	

	34.2.1
	Child Restraint Anchor Fitting installed in at least the centre rear position, unless centre lap sash belt fitted? (Not required when certified to ADR 5/02) 

If not fitted in centre position note where fitted.       L               R              
	Y  [image: image532.png]


  N  [image: image533.png]


  NA  [image: image534.png]



	

	34.2.1.1.2
	For positions where ‘Anchor Fitting’ is not provided, anchorage has 5/16 UNC thread? 
	Y  [image: image535.png]


  N  [image: image536.png]


  NA  [image: image537.png]



	

	34.2.1.2.2
	For positions where ‘Anchor Fittings’ are not provided and a non-standard bolt is required, is the Bolt and appropriate spacer provided in the glove box?
	Y  [image: image538.png]


  N  [image: image539.png]


  NA  [image: image540.png]



	

	34.5.1
	Is each ‘Child Restraint Anchorage’ and ‘Child Restraint Anchor Fitting’ located within the vehicle in a part of the body structure which would not normally be moveable, or if moveable would not alter the tension in any ‘Upper Anchorage Strap’?
	Y  [image: image541.png]


  N  [image: image542.png]


  NA  [image: image543.png]



	

	34.5.2

34.5.4

34.5.4.1

34.5.4.1.1

34.5.4.1.2
	Is anchorage located within the shaded area in Fig 6?

Or

Is the entire ‘Interface Profile’ of each ‘Child Restraint Anchor Fitting’ located within the shaded zone shown in Figures 9 -13?  If No 

Is ‘Interface Profile’ equipped with a routing device that

1. Ensures that the ‘Upper Anchorage Strap’ functions as if the ‘Interface Profile’ were located within the shaded zone?

2. Is at least 65mm behind the ‘Torso Reference Line’ , in case of a non-rigid webbing-type routing device or a deployable routing device, or at least 100mm, in the case of a fixed rigid routing device?
	Y  [image: image544.png]


  N  [image: image545.png]


  NA  [image: image546.png]



Y  [image: image547.png]


  N  [image: image548.png]


  NA  [image: image549.png]



Y  [image: image550.png]


  N  [image: image551.png]


  NA  [image: image552.png]



Y  [image: image553.png]


  N  [image: image554.png]


  NA  [image: image555.png]




	

	34.2.1.1.2

34.6,
	Clearance provided around each ‘Fitting’ to allow latching and unlatching of ‘Attaching Clip’
	Y  [image: image556.png]


  N  [image: image557.png]


  NA  [image: image558.png]



	

	34.2.2
	Location information and instructions for use provided?
	Y  [image: image559.png]


  N  [image: image560.png]


  NA  [image: image561.png]



	

	34.4.1.3
	Access provided without the removal of items, except for closure plugs?
	Y  [image: image562.png]


  N  [image: image563.png]


  NA  [image: image564.png]



	


ADR 35/01- COMMERCIAL VEHICLE BRAKE SYSTEMS (MB & MC CATEGORY ONLY)
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	5.1.1
	Service brake on all wheels?
	Y  [image: image565.png]


  N  [image: image566.png]


  NA  [image: image567.png]



	

	5.1.4

5.3.3
	Adequate provision made for adjustment of service and park brake system?
	Y  [image: image568.png]


  N  [image: image569.png]


  NA  [image: image570.png]



	

	5.5.1
	Secondary brake system provided?
	Y  [image: image571.png]


  N  [image: image572.png]


  NA  [image: image573.png]



	

	5.6.1

5.6.1.2
	If service brake is hydraulic, is it a split system?

(1)Combined reservoir for split system?

(2) If yes, is there a divider fitted?
	Y  [image: image574.png]


  N  [image: image575.png]


  NA  [image: image576.png]



Y  [image: image577.png]


  N  [image: image578.png]


  NA  [image: image579.png]



Y  [image: image580.png]


  N  [image: image581.png]


  NA  [image: image582.png]



	

	5.6.4
	Label on or near brake fluid reservoir cap?
	Y  [image: image583.png]


  N  [image: image584.png]


  NA  [image: image585.png]



	

	5.2.1

5.2.6

5.2.10
	Service brake failure indicator:

(1) Provided?

(2) Lamp activation satisfactory?

(3) Labelling satisfactory with at least the word ‘BRAKE’, or ISO symbol [image: image586.png]



	Y  [image: image587.png]


  N  [image: image588.png]


  NA  [image: image589.png]



Y  [image: image590.png]


  N  [image: image591.png]


  NA  [image: image592.png]



Y  [image: image593.png]


  N  [image: image594.png]


  NA  [image: image595.png]



	

	5.1.11
	Audible indicator provided with single brake power unit?
	Y  [image: image596.png]


  N  [image: image597.png]


  NA  [image: image598.png]



	

	5.7.5.1
	For system with brake power units, is a separate gauge provided for each reservoir?
	Y  [image: image599.png]


  N  [image: image600.png]


  NA  [image: image601.png]



	

	5.5.4
	Braking controls readily accessible to driver and easily operated?
	Y  [image: image602.png]


  N  [image: image603.png]


  NA  [image: image604.png]



	

	5.3.1,5.3.2,
	Park Brake.

(1) Retention in applied position mechanical?

(2) Control separate from service brake?

(3) Min of 2 separate and distinct movements to release? If NO is it,

Designed to minimise the possibility of inadvertent release?
	Y  [image: image605.png]


  N  [image: image606.png]


  NA  [image: image607.png]



Y  [image: image608.png]


  N  [image: image609.png]


  NA  [image: image610.png]



Y  [image: image611.png]


  N  [image: image612.png]


  NA  [image: image613.png]



Y  [image: image614.png]


  N  [image: image615.png]


  NA  [image: image616.png]



	

	35.2.2.31
	(1)Park brake indicator a separate lamp (S), or a combined unit (C) with service brake failure lamp? (indicate S or C)

(2) Labelling satisfactory with the word ‘PARK BRAKE’, ‘PARKING BRAKE’, or 

[image: image617.png]


  or  [image: image618.png]


  ?
	[image: image619.png]



Y  [image: image620.png]


  N  [image: image621.png]


  NA  [image: image622.png]



	

	35.7
	If ‘E’ marked, R13 Approval No

……………………………………………………………………
	#
	


ADR 36/00 - EXHAUST EMISSION CONTROL FOR HEAVY DUTY VEHICLES
	CLAUSE  NO
	FEATURE
	COMPLIANCE
	NCI NO

	36.2.2.1

36.2.2.2

36.2.2.3

36.2.2.5

36.2.3.1
	FOR VEHICLE CATEGORIES MB2 & MC2 ONLY(Over 2.7t GVM) 

Satisfactory label fitted to engine?
	Y  [image: image623.png]


  N  [image: image624.png]


  NA  [image: image625.png]



	

	
	Label approved by the Environmental Protection Agency (USA) attached to the engine?
	Y  [image: image626.png]


  N  [image: image627.png]


  NA  [image: image628.png]



	

	
	U.S. EPA or California Air Resources Board Approval No

…………………………………………………………………
	#
	

	
	Written maintenance instructions provided?
	Y  [image: image629.png]


  N  [image: image630.png]


  NA  [image: image631.png]



	


ADR 37/00 & 37/01- EMISSION CONTROL FOR LIGHT VEHICLES (NA to vehicles certified to ADR 79/00 or 79/01)
	CLAUSE  NO
	FEATURE
	COMPLIANCE
	NCI NO

	37/00,37.3.6
	FOR VEHICLE CATEGORIES MA, MB1 & MC1 ONLY (Under 2.7t GVM)

Readily visible unleaded fuel label affixed near petrol filler inlet(s)?
	Y  [image: image632.png]


  N  [image: image633.png]


  NA  [image: image634.png]



	

	37/00,37.3.7
	Filler neck internal diameter more than 21.30 mm and less than 23.6 mm (for unleaded petrol nozzle only)
	Y  [image: image635.png]


  N  [image: image636.png]


  NA  [image: image637.png]



	

	37/00,37.3.5.2
	Satisfactory label fitted in engine compartment?
	Y  [image: image638.png]


  N  [image: image639.png]


  NA  [image: image640.png]



	

	37/00,37.3.7
	Filler neck will not allow the entry of leaded petrol nozzle?
	Y  [image: image641.png]


  N  [image: image642.png]


  NA  [image: image643.png]



	

	37/00,37.3.5.2
	Satisfactory label fitted in engine compartment (including RON if engine required to operate on 95/96 RON)?,
	Y  [image: image644.png]


  N  [image: image645.png]


  NA  [image: image646.png]



	

	37/00,37.3.8
	Access prevented to idle air/fuel mixture screw?
	Y  [image: image647.png]


  N  [image: image648.png]


  NA  [image: image649.png]



	

	37/00,37.9
	U.S. EPA Approval No

……………………………………………………………………
	#
	

	37/00,37.3.5.1
	Written maintenance instructions provided?
	Y  [image: image650.png]


  N  [image: image651.png]


  NA  [image: image652.png]



	


ADR 42/04 - GENERAL SAFETY REQUIREMENTS
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	5.


	BONNET LATCHING

If bonnet front opening, is a second latching position provided?
	Y  [image: image653.png]


  N  [image: image654.png]


  NA  [image: image655.png]



	

	6.
	DIESEL ENGINES

Is device fitted to prevent inadvertent starting of engine?
	Y  [image: image656.png]


  N  [image: image657.png]


  NA  [image: image658.png]



	

	7.1.1
	STEERING SYSTEM

Steering wheel located centrally or to the right?
	Y  [image: image659.png]


  N  [image: image660.png]


  NA  [image: image661.png]



	

	7.1.2
	Are components essential to steering designed to transmit energy by mechanical means only?
	Y  [image: image662.png]


  N  [image: image663.png]


  NA  [image: image664.png]



	

	7.2
	AUTOMATIC TRANSMISSION

Fitted with automatic transmission ?

If YES:
	Y  [image: image665.png]


  N  [image: image666.png]


  NA  [image: image667.png]



	

	7.2.1
	Starter inoperative in forward or reverse?
	Y  [image: image668.png]


  N  [image: image669.png]


  NA  [image: image670.png]



	

	9.1.1
	ELECTRICAL WIRING

Supported at not more than 600 mm intervals?
	Y  [image: image671.png]


  N  [image: image672.png]


  NA  [image: image673.png]



	

	9.1.2/3/4
	Properly insulated, located and protected from chafing?
	Y  [image: image674.png]


  N  [image: image675.png]


  NA  [image: image676.png]



	

	10.1.1
	EXHAUST OUTLETS

(1) Exhaust pipe extends at least 40 mm beyond rearmost unsealed joint of floor-pan?

(2)    Exhaust outlet within vehicle perimeter in plan?
	Y  [image: image677.png]


  N  [image: image678.png]


  NA  [image: image679.png]



Y  [image: image680.png]


  N  [image: image681.png]


  NA  [image: image682.png]



	

	10.2.1
	If exhaust discharges to the side of vehicle is it to the right side and downwards between 15 deg and 45 deg to the horizontal?
	Y  [image: image683.png]


  N  [image: image684.png]


  NA  [image: image685.png]



	

	10.1.3
	If the exhaust discharges to the rear of the vehicle, is it between 10 deg above and 45 deg below horizontal?
	Y  [image: image686.png]


  N  [image: image687.png]


  NA  [image: image688.png]



	

	11.1.3
	EXTERNAL OR INTERNAL PROTRUSIONS

Devoid of external or internal projections or sharp or pointed fittings?
	Y  [image: image689.png]


  N  [image: image690.png]


  NA  [image: image691.png]



	

	11.1.4
	Bumper bar ends turned back?
	Y  [image: image692.png]


  N  [image: image693.png]


  NA  [image: image694.png]



	

	14.1.1
	WHEEL GUARDS (MUDGUARDS)

Are front and rear wheels shrouded by wheel guards that will:
	Y  [image: image695.png]


  N  [image: image696.png]


  NA  [image: image697.png]



	

	
	(1) Direct downwards stones, mud, ice and snow as far as practicable?
	Y  [image: image698.png]


  N  [image: image699.png]


  NA  [image: image700.png]



	

	
	(2) Prevent direct contact in collision?
	Y  [image: image701.png]


  N  [image: image702.png]


  NA  [image: image703.png]



	

	14.1.2.1.1
	Provides cover at least as shown in Fig. 1 or 2 of ADR 42/00 as applicable? (Fig. 1 for category MA, Fig. 2 for MB and MC)?
	Y  [image: image704.png]


  N  [image: image705.png]


  NA  [image: image706.png]



	

	14.2.5
	For MB and MC Category only

If mud-flaps are required to meet requirements of clause 42.12.2.2: do mud-flaps reach a point not higher than 230 mm above the ground for vehicles other than off-road vehicles, and 300 mm for vehicles designed for off-road operation, and provides cover for Overall Tyre Width of all tyres?
	Y  [image: image707.png]


  N  [image: image708.png]


  NA  [image: image709.png]



	

	15.
	BRAKE TUBING AND BRAKE HOSES

All brake hoses and tubing fitted to prevent chafing, kinking or other mechanical damage?

For any one brake hose, identify

(1) Location?……………………………………………………………………….

(2) Marking? ……………………………………………………………………….
……………………………………………………………………………………….


	Y  [image: image710.png]


  N  [image: image711.png]


  NA  [image: image712.png]



#
	

	15
	All brake hoses in a good condition and not perished or damaged?
	Y  [image: image713.png]


  N  [image: image714.png]


  NA  [image: image715.png]



	

	18
	TELEVISION AND VISUAL DISPLAY UNITS

Television receiver visual display monitor fitted?  If YES:
	Y  [image: image716.png]


  N  [image: image717.png]


  NA  [image: image718.png]



	

	18.1.1/2
	Is obstruction of driver's vision or impediment to driver or passenger movement prevented?
	Y  [image: image719.png]


  N  [image: image720.png]


  NA  [image: image721.png]



	

	18.1.3
	Is it unlikely to increase risk of occupant injury?
	Y  [image: image722.png]


  N  [image: image723.png]


  NA  [image: image724.png]



	

	18.2
	Is driver's visibility of images other than for driver's aid prevented?
	Y  [image: image725.png]


  N  [image: image726.png]


  NA  [image: image727.png]



	

	19.1
	WINDOWS AND VENTILATION

(1) Can at least half of the windows be opened? If NO:
	Y  [image: image728.png]


  N  [image: image729.png]


  NA  [image: image730.png]



	

	19.1
	(2) Is alternative ventilation adequate?
	Y  [image: image731.png]


  N  [image: image732.png]


  NA  [image: image733.png]



	

	19.3.2.1
	Power for power windows available only through use of 

key? Except
	Y  [image: image734.png]


  N  [image: image735.png]


  NA  [image: image736.png]



	

	19.3.2.1.1.3
	When the key has been removed do the windows remain operational for not more

than 45 seconds?: 
	Y  [image: image737.png]


  N  [image: image738.png]


  NA  [image: image739.png]



	

	19.3.2.1.1.4.2
	If the driver’s door is operated within the 45 second period, do windows remain operational for not more than 45 seconds   OR
	Y  [image: image740.png]


  N  [image: image741.png]


  NA  [image: image742.png]



	

	19.3.2.6
	If power windows continue to operate with the key removed is an 

automatic reverse function incorporated?
	Y  [image: image743.png]


  N  [image: image744.png]


  NA  [image: image745.png]



	

	19.3.2.2
	Are all the switches for the rear windows in close 

proximity of the driver?
	Y  [image: image746.png]


  N  [image: image747.png]


  NA  [image: image748.png]



	

	19.3.2.2.1
	If no, is there design features to enable the driver to turn 

off the rear window switches and to initiate the opening of

 the rear windows?
	Y  [image: image749.png]


  N  [image: image750.png]


  NA  [image: image751.png]



	

	19.3.2.4
	For windows other than for the driver’s position provided 

with momentary type switches or valves? 
	Y  [image: image752.png]


  N  [image: image753.png]


  NA  [image: image754.png]



	

	21.2
	WARNING DEVICE AUDIBLE

Fitted with at least one horn with constant amplitude and frequency characteristics?
	Y  [image: image755.png]


  N  [image: image756.png]


  NA  [image: image757.png]



	

	23
	DEMISTING OF WINDSCREENS

Is a device fitted to remove condensed moisture from the windscreen?
	Y  [image: image758.png]


  N  [image: image759.png]


  NA  [image: image760.png]



	

	24
	WINDSCREEN WIPERS AND WASHERS

(1) Is a power driven windscreen wiping system fitted?

(2) Is a windscreen washing system, which directs water onto the swept area fitted?  

(3) Is the device/s for operating the wipers and washers within easy reach of the driver?
	Y  [image: image761.png]


  N  [image: image762.png]


  NA  [image: image763.png]



Y  [image: image764.png]


  N  [image: image765.png]


  NA  [image: image766.png]



Y  [image: image767.png]


  N  [image: image768.png]


  NA  [image: image769.png]



	

	25
	TYRE AND RIM SELECTION

Are NEW tyres fitted?

For LIGHT TRUCK or TRUCK TYRES has ADR 23/- clause 23.2.3 and 23.4 details been completed?
Is a tyre placard fitted?

Does the placard contains the following information: 

(1) Manufacturers recommended tyre size?

(2) Recommended cold inflation pressures in Kpa?

(3) Recommended load rating and speed category?

Maximum load rating and speed category of tyre fitted equal to or greater than that on the placard?
	Y  [image: image770.png]


  N  [image: image771.png]


  NA  [image: image772.png]



Y  [image: image773.png]


  N  [image: image774.png]


  NA  [image: image775.png]



Y  [image: image776.png]


  N  [image: image777.png]


  NA  [image: image778.png]



Y  [image: image779.png]


  N  [image: image780.png]


  NA  [image: image781.png]



Y  [image: image782.png]


  N  [image: image783.png]


  NA  [image: image784.png]



Y  [image: image785.png]


  N  [image: image786.png]


  NA  [image: image787.png]



	

	
	Are tyres on the vehicle included on the tyre placard and on the VIC?
	Y  [image: image788.png]


  N  [image: image789.png]


  NA  [image: image790.png]



	

	
	Part number if shown on the placard?  Pt No……………………………………..
	#
	


ADR 44/02 - SPECIFIC PURPOSE VEHICLE REQUIREMENTS
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	44.6.3
	L.P.G. FUELLED VEHICLES 

Vehicle clearly permanently marked in a conspicuous position within the engine compartment with the following information?
	Y  [image: image791.png]


  N  [image: image792.png]


  NA  [image: image793.png]



	

	44.6.3.1

44.6.3.2

44.6.3.3

44.6.4
	 (1) Installed as per AS1425-1989?
	Y  [image: image794.png]


  N  [image: image795.png]


  NA  [image: image796.png]



	

	
	(2) Identification of the installer? (If not the same as the manufacture, note details).

.......................................................................................
	Y  [image: image797.png]


  N  [image: image798.png]


  NA  [image: image799.png]



	

	
	(3) Date of installation?
	Y  [image: image800.png]


  N  [image: image801.png]


  NA  [image: image802.png]



	

	
	Are labels to be affixed to registration plates and supplied for inspection, at least 25 mm square and red in colour?
	Y  [image: image803.png]


  N  [image: image804.png]


  NA  [image: image805.png]



	


ADR 60/00 - CENTRE HIGH MOUNTED STOP LAMPS
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	60.4.1
	Is a Central High mounted Stop Lamp fitted? 
	Y  [image: image806.png]


  N  [image: image807.png]


  NA  [image: image808.png]



	

	60.2.4.3
	Does the lamp design provide for easy replacement of the

globe without the use of special tools?
	Y  [image: image809.png]


  N  [image: image810.png]


  NA  [image: image811.png]



	

	60.4.4.1
	Mounted on the vehicles median longitudinal plane?
	Y  [image: image812.png]


  N  [image: image813.png]


  NA  [image: image814.png]



	

	60.4.4.2
	Mounted with no part of the lens lower than the bottom

edge of the rear window by more than 152 mm for

convertibles, and 77 mm for other vehicles?
	Y  [image: image815.png]


  N  [image: image816.png]


  NA  [image: image817.png]



	


ADR 61/02 - VEHICLE MARKING
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	61.2

61.2.1
61.2.2

5.1
	VEHICLE IDENTIFICATION NUMBER

Is the VIN clearly visible on an integral part of the vehicle not easily removed?
	Y  [image: image818.png]


  N  [image: image819.png]


  NA  [image: image820.png]



	

	
	If VIN is directly marked on an integral part of the vehicle, is the minimum height at least 7 mm? If NO
What is height of VIN? Indicate in MM 
	Y  [image: image821.png]


  N  [image: image822.png]


  NA  [image: image823.png]



…………….mm   #
	

	
	If VIN is on a separate plate which in turn is permanently affixed to an integral part of the vehicle, is the minimum height at least 4 mm?
	Y  [image: image824.png]


  N  [image: image825.png]


  NA  [image: image826.png]



	

	7

7.1

7.1.1

7.1.2

7.1.3
	ENGINE NUMBER

Is the engine number permanently stamped, cast, laser engraved or 

combination of these on the main component of the engine?
	Y  [image: image827.png]


  N  [image: image828.png]


  NA  [image: image829.png]



	

	
	Can a legible engine number be seen when the engine is installed 

in the vehicle?   If ‘No’ is one of the following met?

1. Are only simple hand tools required to remove any vehicle components? 

Or

2. Is a supplementary label placed in a conspicuous position in the 

    engine compartment?

Is the label adequately durable for its environment, and not removable 

other than by its destruction?
	Y  [image: image830.png]


  N  [image: image831.png]


  NA  [image: image832.png]



Y  [image: image833.png]


  N  [image: image834.png]


  NA  [image: image835.png]



Y  [image: image836.png]


  N  [image: image837.png]


  NA  [image: image838.png]



Y  [image: image839.png]


  N  [image: image840.png]


  NA  [image: image841.png]




	

	
	Is the engine number satisfactorily located as per typical 

number on VIC form?
	Y  [image: image842.png]


  N  [image: image843.png]


  NA  [image: image844.png]



	

	9.1

9.1.1.1

9.1.1.2
	REGISTRATION PLATES

Are all parts of the front and rear number plate made as

per Fig. 1 of the ADR below 1,300 mm from the ground?
	Y  [image: image845.png]


  N  [image: image846.png]


  NA  [image: image847.png]



	

	9.1.1.3
	No part of the front and rear number plate obscured by 

any part of or equipment on the vehicle?
	Y  [image: image848.png]


  N  [image: image849.png]


  NA  [image: image850.png]



	

	9.1.1.2
	Rear number plate opening at least 372mm wide?

If ‘NO’ is opening greater than 320mm wide? (Indicate width……………………mm)
	Y  [image: image851.png]


  N  [image: image852.png]


  NA  [image: image853.png]



	


ADR 62/01 – MECHANICAL CONNECTIONS BETWEEN VEHICLES
	CLAUSE NO
	FEATURE
	COMPLIANCE
	SSR NO

	10.1


	COUPLINGS AND TOWBARS (OPTIONAL)

(1) If fitted, does the ball of a ball coupling, for use with a trailer of ATM not exceeding 3.5t, have a diameter of 50mm?

(2) Is coupling marked ‘50’ in 5mm high characters?
	Y  [image: image854.png]


  N  [image: image855.png]


  NA  [image: image856.png]



Y  [image: image857.png]


  N  [image: image858.png]


  NA  [image: image859.png]



	

	13.2.1

13.2.1.1

13.2.1.2

13.2.1.3


	If fitted, does the ‘Towbar’ display the following information when fitted to the vehicle;

(1) The ‘Towbar’ manufacturer’s name or trade mark?

(2) The ‘make and model’ shown on the ‘Compliance Plate’ fitted to the vehicle for which it is designed, or manufacturer’s part number?

(3) Its maximum rated capacity expressed in numerals not less than 6mm ?
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	13.2.2
	Where the information above is not visible when the ‘Towbar’ is fitted to the vehicle, is an additional plate showing the maximum rated capacity of the ‘Towbar’ fitted in a conspicuous position adjacent to the ‘Towbar’?
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	13.4.3
	Safety chain attachments fixed to a part of the ‘Towbar’ which is permanently attached to the vehicle?  
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ADR 69/00 - FULL FRONTAL IMPACT OCCUPANT PROTECTION (MA from 1-Jan-96, MB/MC from 1Jan-00)
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	5.5.1

5.5.2
	Seatbelt Warning System Visual Indicator;

(1) fitted?

(2) Activation check satisfactory?

(3) Labelling satisfactory?
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ADR 73/00 – OFFSET FRONTAL IMPACT OCCUPANT PROTECTION  (MA with GVM less than 2.5t only)

(MA only from 1-Jan-00 for new models, 1-Jan-04 for all MA vehicles.)
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	6.1.1
	Steering wheel has the inscription ‘AIRBAG or SRS’?
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	6.1.2
	If passenger’s airbag fitted, is a Warning label as per pictogram figure1 or 2 below fitted?
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	6.2.2

6.2.3
	For Figure1.

(1)Warning label durably affixed such that it is visible to a person installing a rearward facing child restraint?

(2)If warning label is not visible when door is closed, is a permanent reference (AIRBAG or SRS AIRBAG) visible at all times? 

OR

For Figure 2.

Is the label durably affixed to each face of the passengers sun visor so that it is visible at all times, or is the warning visible on the face of the stowed sun visor and a second warning on the roof behind the sun visor?
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	6.2.3
	For Figure 1.

Copy of warning label and detailed information (including the following text) “Extreme Hazard!    Do not use a rearward facing child restraint on a seat protected by an airbag in front of it”,    in owners handbook? 
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	6.2.4
	For Figure 2.

Copy of warning label and detailed information (including the following text)   

"Do not use a rearward facing child restraint on a seat protected by an airbag in front of it”,  in owners handbook?
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	2.4
	If ‘E’ marked R94, Approval No.             


	#
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ADR 79/00 – EMISSION CONTROLS FOR LIGHT VEHICLES MA MB & MC GVM less than 3.5t only.

(For existing Models only until 1-Jan-2006)
	CLAUSE NO
	FEATURE
	COMPLIANCE
	SSR NO

	5.1.2.1

5.1.2.2.2
	INLET ORIFICES FOR PETROL TANKS.

Filler neck internal diameter not more than 23.6mm?(for unleaded fuel nozzle only) 

If filler neck is greater than 23.6mm, is an unleaded fuel symbol affixed near petrol filler inlet(s)?
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	7.1
	If ‘E’ marked R83, Approval No.             


	#
	


ADR 79/01 – EMISSION CONTROLS FOR LIGHT VEHICLES MA MB & MC GVM less than 3.5t only 

(NEW Models from 1-JAN-2005, ALL Vehicles from 1-JAN-2006 , Petrol LPG & NG only)
	CLAUSE NO
	FEATURE
	COMPLIANCE
	SSR NO

	5.1.2.1

5.1.2.2.2
	INLET ORIFICES FOR PETROL TANKS.

Filler neck internal diameter not more than 23.6mm?(for unleaded fuel nozzle only) 

If filler neck is greater than 23.6mm, is an unleaded fuel symbol affixed near petrol filler inlet(s)?
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	5.1.3
	Is provision made to prevent excess evaporative emissions fuel spillage caused by a missing filler cap by one of the following;

(1) An automatic opening and closing, non-removable fuel filler cap?

(2) Design feature  which avoids excessive evaporative emissions in case of a missing fuel filler cap?

(3) Any other feature e.g.  a tethered filler cap, a chained filler cap, or a locking filler using the ignition key. In the case of a key is the key only removable in the locked position?
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	If ‘E’ marked, R83 Approval No

………………………………………………………………….
	#
	


ADR 82/00 - ENGINE IMMOBILISER (From 1-Jul-01)
	CLAUSE NO
	FEATURE
	COMPLIANCE
	NCI NO

	82.32.4.1
	Is the Immobiliser set without supplementary action by the driver?
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	82.32.4
	Is unsetting achieved by one of the following devices: mechanical key / key pad / remote control?
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	82.32.6
	Status Display if provided by Direction Indicators, do they Flash for not more than 3 seconds?
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CIRCULAR 0-4-12             CAMPERVANS AND MOTORHOMES
	7

7.1
	DESIGNATED SEATING POSITIONS.

Is the number of ‘Designated Seating Positions’ equal to, or greater than the number of sleeping-berths provided?
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	8

8.1
	SEATS, SEATBELTS and SEATBELT ANCHORAGES.

Is there a prominently displayed durable label with the words ‘THIS VEHICLE IS DESIGNED FOR THE CARRIAGE OF……PERSONS’ permanently affixed to the interior of the motorhome?

Are all the letters at least 6mm high?

Does the label include the following words “ WARNING- THE SEATING POSITION(S) SHOWN BY ‘X’ ON THIS LABEL MUST NOT BE OCCUPIED WHILE THE VEHICLE IS IN MOTION”?

Is a facsimile of the label provided in the Owner’s manual?
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	8.2
	Are all seat anchorages, seatbelts, seatbelt anchorages and child restraint anchorages added or modified by the conversion in designated seating positions in accordance with ADR 3/xx, ADR 4/xx and ADR 5/xx?
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	8.2
	If any swivelling seat is used as a designated seating position in any of its positions, is it capable of being locked in each of those positions and provided with ADR complying seat, seat anchorages, seatbelt assemblies and seatbelt anchorages?

If any swivelling seat is able to be locked in a position other than as certified as a ‘Designated Seating Position’ is a durable and permanent label provided in a visible position adjacent to the seat, in 6MM high letters as follows:

WARNING : THIS SEAT IS ONLY TO BE USED IN THE (FORWARD/REARWARD/etc* - as appropriate) FACING POSITION WHILE THE VEHICLE IS IN MOTION.

Is a facsimile of the label provided in the Owner’s manual?
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	8.3
	For seats other than ‘Designated Seating Positions’ are no seatbelts, child restraint anchorages or any other equipment that may imply they are for use in transport?
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	8.4
	If CRA’s are fitted, do they meet the requirements of the motorhome vehicle category?
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	9

9.1
	GLAZING MATERIAL

Are all vehicle windows and any glazing material that is within the head impact area marked in accordance with ADR 8/xx ?
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	10

10.1
	LIQUEFIED PETROLEUM GAS (LPG)

Has installation of LPG appliances been conducted by a licensed gas fitter?
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	11

11.2
	GENERAL SAFETY
If the electrical installations are intended for connection to a power system other than the vehicle’s, has it been installed by a licensed electrician?
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	11.3
	In addition to the tyre placard requirements of ADR 42/04 does the tyre placard (or an additional supplementary placard) display the Gross Axle Load Rating (GALR) of each Axle or Axle Group?
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	12.1.3
	Does the VIC include in ‘remarks’ the individual axle group loads for each variant?
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	ADR 44/02

44.8.3


	FIRE EXTINGUISHERS.

For single compartments at least one extinguisher (class 1A : 5B) suitably located and supported by a suitable bracket?
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	For multi-compartment vehicles at least two extinguishers, (class 1A : 5B) suitably located and supported by a suitable bracket?
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	FOR LEFT TO RIGHT HAND DRIVE CONVERSIONS

Has vehicle been converted from left hand to right hand drive in accordance with VSB 4 and evidence?
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	Has the Vehicle Inspection Certificate (VIC) been checked and found satisfactory?
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	Has the Initial Inspection Report  been checked and found satisfactory
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	Has the Consumer Information Notice been checked and found satisfactory?
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	Has the Completed Vehicle Inspection Report been checked and found satisfactory?
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Inspectors;

Name:………………………………………….   Signature: ……..………………………………………       Date: …………………………

Name: …………………………………………   Signature: ……………………………………………..       Date: …………………………

       Figure 1


Dia  Min 50 mm





�





        Figure 2 


 Min 120 x 60 mm








Notes:………………………………………………………………………………………………………………………………………………………………………………………………………………………………………………………………………………………………………………………
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